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(57) ABSTRACT

A decoding circuit includes a pre-trigger signal generating
unit, a comparing unit, and a starting signal generating unit.
The pre-trigger signal generating unit receives the former
encoded data and generates a pre-trigger signal when the
former encoded data of the received command matches the
corresponding former encoded data of a predetermined com-
mand. The comparing unit generates a match signal when the
latter encoded data of the received command is the same with
the latter encoded data of the predetermined command. The
starting signal generating unit outputs a starting signal
according to the pre-trigger signal and the match signal. The
starting signal starts a corresponding operation of the prede-
termined command.
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1
COMMAND DECODING METHOD AND
CIRCUIT OF THE SAME

This application is a continuation application of applica-
tion Ser. No. 12/820,443, filed on Jun. 22, 2010, now U.S. Pat.
No. 8,453,006, which claims the benefit of Taiwan Applica-
tion Ser. No. 98145616, filed Dec. 29, 2009, the contents of
which are incorporated herein by reference.

BACKGROUND OF THE INVENTION

1. Field of the Invention

The invention relates in general to a method and a circuit
for decoding a received command, and more particularly to a
method and a circuit for decoding a received command for
improving the efficiency of a memory device.

2. Description of the Related Art

FIG. 1 is a timing diagram showing the timing diagram of
a number of signals in a conventional command decoder
when the command decoder decodes a received command. In
general, command decoder can be used in a memory device
for decoding commands from a host device. The command
decoder receives a number of input signals SIO[3:0] in par-
allel (including signals SIO[3], SIO[2], SIO[1], and SIO[0]
which are received in parallel by four pins) through which the
encoded data of a command is delivered, and decodes the
encoded data to generate a starting signal MODE to make the
memory device to perform a corresponding operation. In a
conventional command decoder, however, the starting signal
MODE lags behind the input signals SIO[3:0] for the sum of
at least three time delays t1, t2, and t3 as shown in FIG. 1,
which is detailed as follows.

The command decoder is usually operated with reference
to an external clock signal SCK, which allows internal cir-
cuits of the memory device to be operated synchronously. The
encoded data of the command are delivered through the input
signals SIO[3:0] with respect to different pulse duration of the
external clock signal SCK. For example, as shown FIG. 1, the
command includes 8-bit encoded data, in which upper 4-bit
encoded data CMD[3:0] are delivered through the input sig-
nals SIO[3:0] with respect to a first pulse duration D1 of the
external clock signal SCK, and lower 4-bit encoded data
CMD)|7:4] are delivered through the input signals SIO[3:0]
with respect to a second pulse duration D2 of the external
clock signal SCK. The input signals SIO[3:0] usually lead
ahead the external clock signal SCK under the requirement of
setup time and hold time. In this regard, the external clock
signal SCK will lag behind the input signal SIO for a time
delay t1, as shown in FIG. 1.

Moreover, the external clock signal SCK can be converted
by circuit elements into an internal clock signal CLK which is
used as a reference clock for sampling and decoding the
encoded data of the command obtained from the input signals
SIO[3:0]. As such, the internal clock signal CLK for decoding
will lag behind the external clock signal SCK for a time delay
12 due to signal transmission delay in the circuit elements.
Furthermore, in the course of decoding, the encoded data is
sampled at the rising edge of the internal clock signal CLK.
Next, logical operation is performed on the encoded data so as
to decode the command. As a result, a time delay t3 exists
between the internal clock signal CLK and the starting signal
MODE.

Such time delays tl1 to t3 affect the efficiency of the
memory device. The reason is that a time point T at which the
starting signal MODE is generated is so late and only time
period P is left for the memory device to perform the corre-
sponding operation of the starting signal MODE. In addition,
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under this situation, for maintaining enough length ofthe time
period P, the period of the clock signal SCK can not be
shortened, which causes that the frequency of the external
clock signal SCK can not be increased and the efficiency of
the memory device can not be increased. Therefore, it is a
subject of the industrial endeavors to improve the efficiency
of the memory device.

SUMMARY OF THE INVENTION

The invention is directed to a decoding circuit and a decod-
ing method for decoding a command, which can improve the
efficiency of the memory device.

According to a first aspect of the present invention, a
decoding circuit for decoding a received command is pro-
vided. The received command is transmitted during at least
two clock periods of a clock signal, and the received com-
mand is divided to a former encoded data and a latter encoded
data. The decoding circuit includes a pre-trigger signal gen-
erating unit, a comparing unit, and a starting signal generating
unit. The pre-trigger signal generating unit receives the
former encoded data of the received command and generates
a pre-trigger signal when the former encoded data of the
received command matches the corresponding former
encoded data of a predetermined command. The comparing
unit generates a match signal when the latter encoded data of
the received command is the same with the latter encoded
data of the predetermined command. The starting signal gen-
erating unit outputs a starting signal according to the pre-
trigger signal and the match signal. The starting signal is for
starting a corresponding operation of the predetermined com-
mand.

According to a second aspect of the present invention, a
decoding method for decoding a received command is pro-
vided. The received command is transmitted during at least
two clock periods of a clock signal. The received command is
divided to a former encoded data and a latter encoded data.
The decoding method includes the following steps. A pre-
trigger signal is generated when the former encoded data of
the received command matches the former encoded data of a
predetermined command. A match signal is generated when
the latter encoded data of the received command is the same
with the latter encoded data of the predetermined command.
A starting signal is outputted according to the pre-trigger
signal and the match signal, the starting signal being for
starting a corresponding operation of the predetermined com-
mand.

The invention will become apparent from the following
detailed description of the preferred but non-limiting embodi-
ments. The following description is made with reference to
the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 (Prior Art) is a timing diagram showing the timing
diagram of a number of signals in a conventional command
decoder when the command decoder decodes a received com-
mand;

FIG. 2 shows an example of the timing diagram of signals
according to an embodiment of the invention;

FIG. 3 is a block diagram showing a decoding circuit for
decoding a received command according to an embodiment
of the invention;

FIG. 4 is a detained circuit diagram of a first example of the
decoding circuit in FIG. 3;
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FIG. 5 is a timing diagram showing an example of a num-
ber of signals in the decoding circuit in FIG. 4 when the
decoding circuit decodes the received command;

FIG. 6 is a detailed circuit diagram showing the second
example of the decoding circuit in FIG. 3;

FIG. 7 is a timing diagram showing an example of a num-
ber of signals in the command decoder in FIG. 6 when the
decoding circuit decodes a received command.

DETAILED DESCRIPTION OF THE INVENTION

Embodiments of the invention disclose a decoding circuit
and a decoding method for decoding a received command.
The received command is transmitted during at least two
clock periods of a clock signal, and the received command is
divided to a former encoded data and a latter encoded data.
The decoding circuit includes a pre-trigger signal generating
unit, a comparing unit, and a starting signal generating unit.
The pre-trigger signal generating unit receives the former
encoded data of the received command and generates a pre-
trigger signal when the former encoded data of the received
command matches the corresponding former encoded data of
a predetermined command. The comparing unit generates a
match signal when the latter encoded data of the received
command is the same with the latter encoded data of the
predetermined command. The starting signal generating unit
outputs a starting signal according to the pre-trigger signal
and the match signal. The starting signal is for starting a
corresponding operation of the predetermined command.

By generating a pre-trigger signal before the latter encoded
data, the starting signal can be generated earlier. That is, the
time point of generating the starting signal is moved earlier
comparing with the method shown in FIG. 1. Therefore, the
efficiency of the memory device can be improved and the
memory device can operate under high frequency clock.

An exemplary embodiment is elaborated below for further
description with reference to FIGS. 2 and 3. FIG. 2 shows an
example of the timing diagram of signals according to an
embodiment of the invention. FIG. 3 is a block diagram
showing a decoding circuit for decoding a received command
according to the embodiment of the invention. The decoding
circuit 300 includes a pre-trigger signal generating unit 310,
an input unit 320, a comparing unit 330, and a starting signal
generating unit 340. The decoding circuit 300 generates a
starting signal MODE' for starting a corresponding operation
in response to a received command CMD from a host device
(not shown). The starting signal MODE' is for example a
mode starting signal, and the starting signal generating unit is
for example a mode starting signal generating unit. Assumed
that the received command CMD is transmitted during the
two clock periods P1 and P2 of the clock signal SCK, the data
transmitted in the first clock period P1 is defined as the former
encoded data CMDJa], and the data transmitted in the second
clock period P2 is defined as the latter encoded data CMD[b].

First, the pre-trigger signal generating unit 310 receives the
former encoded data CMDJa] of the received command CMD
and generates a pre-trigger signal ICLK when former
encoded data CMD|a] of the received command CMD
matches the former encoded data CMDp]|a] of a predeter-
mined command CMDp.

Next, the comparing unit 330 generates a match signal M
when the latter encoded data CMDJ[b] of the received com-
mand CMD is the same with the corresponding latter encoded
data CMDp|b] of the predetermined command CMDp. Then,
the starting signal generating unit 340 outputs the starting
signal MODEFE'according to the pre-trigger signal ICLK and
the match signal M. The starting signal MODE'is used for
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starting the corresponding operation of the predetermined
command CMDp. In this way, comparing to the timing dia-
gram in FIG. 1, the time point at which the decoding circuit
300 generates the starting signal MODE' can be advanced, so
that the memory device can perform the corresponding opera-
tion of the predetermined command CMDp earlier to improve
the efficiency of the memory device and reduce the waiting
time of the host device.

Besides, the decoding circuit 300, for example, further
includes an input unit 320, for receiving the latter encoded
data CMDJb] of the received command CMD, and transmits
the latter encoded data CMDJ[b] to the comparing unit 330.

In the exemplary embodiment, the predetermined com-
mand can be one for reading identification-related informa-
tion of the memory to inform the host device the identifica-
tion-related information (for example, the manufacturer and
the type of the memory device and so on). The identification-
related information is, for example, not stored in the memory
array of the memory device, so the reading operation for the
identification-related information is different from that of the
memory array. However, the invention is not limited thereto.
The received command CMD is, for example, one having m
data unit (the data unit is, for example, the data unit “bit”)
which are transmitted, from the host device outside the
memory device, with respect to an external clock signal SCK.
The pre-trigger signal generating unit 310, preferably, can
generate the pre-trigger signal ICLK according to the external
clock signal SCK. For example, the pre-trigger signal ICLK is
generated by delaying for one pulse duration of the external
clock signal SCK.

The former encoded data CMD]Ja] of the received com-
mand CMD can at least include, for example, the data of
upper bit of the received command CMD, while the latter
encoded data CMD|[b] of the received command CMD can at
least include, for example, the data of lower bit of the received
command CMD. In short, in the embodiment, the former
encoded data CMDJa] of the received command CMD is
firstly compared. When they are the same, it is guessed that
the received command CMD may be the predetermined com-
mand CMDp, and the pre-trigger signal ICLK is generated.
When the latter encoded data CMDJb] of the received com-
mand CMD is the same with the corresponding latter encoded
data CMDp|b] of the predetermined command CMDp, it is
determined that the received command CMD is the predeter-
mined command CMDp and the starting signal MODE' is
generated to make the memory device to perform the corre-
sponding operation of the predetermined command CMDp.
Comparing the method shown in FIG. 1, the starting signal
MODE!' of the embodiment is generated earlier than the start-
ing signal MODE in FIG. 1 because the pre-trigger signal
ICLK can be generated before the rising edge of the latter
encoded data CMD[b]. Consequently, the memory device can
perform the corresponding operation of the starting signal
MODE' earlier to improve the efficiency of the memory
device and reduce the waiting time of the external host device.

The decoding circuit 300 will be described in more detailed
way by the two following examples, which is not used to limit
the scope of the invention.

FIRST EXAMPLE

Inthe first example, encoded data of the received command
CMD can be transmitted, from the host device, in parallel
through a number of input signals with respect to different
pulses of the external clock signal. Refer to FIGS. 4 and 5 for
further description. FIG. 4 is a detailed circuit diagram of a
first example of the decoding circuit in FIG. 3. FIG. 5 is a
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timing diagram showing an example of a number of signals in
the decoding circuit in FIG. 4 when the decoding circuit
decodes the received command.

In this example, it is exemplified that the received com-
mand CMD has 8 -bit encoded data, but the invention is not
limited thereto. The 8-bit encoded data of received command
CMD are delivered in parallel through four input signals
SIO[3:0] which can be measured from four input/output (I/O)
pins of the decoding circuit 400. For example, as shown in
FIG. 5, upper 4-bit encoded data CMD[3:0] are delivered
through the four input signals SIO[3:0], respectively, with
respect to a first pulse duration D1 of the external clock signal
SCK; lower 4-bit encoded data CMD|7:4]are delivered
through the four input signals SIO[3:0], respectively, with
respect to a second pulse duration D2 of the external clock
signal SCK.

As shown in FIG. 4, the decoding circuit 400 includes a
pre-trigger signal generating unit 410, an input unit 420, a
comparing unit 430, and a starting signal generating unit 440.
The pre-trigger signal generating unit 410 includes a buffer
411 and a signal generating circuit 412. The buffer 411 is for
receiving the external clock signal SCK. The signal generat-
ing circuit 412 can, for example, determine whether the upper
4-bit encoded data CMDJ[3:0] of the received command CMD
matches upper 4-bit encoded data CMDp[3:0] of the prede-
termined command CMDp. If yes, the signal generating cir-
cuit 412 generates a pre-trigger signal ICLK according to the
external clock signal SCK. Specifically, the signal generating
circuit 412 can, for example, delay a corresponding pulse of
the first pulse duration D1 to generate the pre-trigger signal
ICLK. In this way, the generated pre-trigger signal ICLK is
enabled before the second pulse duration D2 of the external
clock signal SCK with respect to which the lower 4-bit
encoded data CMD]7:4] of the received command CMD are
obtained.

The input unit 420 includes four bufters 421 to 424 for
receiving the four input signals SIO[3:0], respectively, so as
to receive the lower 4-bit encoded data CMDJ[7:4] of the
received command CMD therefrom. The comparing unit 430
includes four comparators 431 to 434 and a logical gate 435.
Each of the comparators 431 to 434 can be implemented by an
exclusive OR gate, and the comparators 431 to 434 are for
comparing the lower 4-bit encoded data CMDJ[7:4] of the
received command CMD with the lower 4-bit encoded data
CMDp|7:4] of the predetermined command CMDp, respec-
tively. The logical gate 435 can be implemented by an AND
gate to collect the comparison results thereof, and is for
providing a match signal M1 to the starting signal generating
unit 440. The match signal M1 indicates that the lower 4-bit
encoded data CMDJ[7:4] of the received command CMD
matches the lower 4-bit encoded data CMDp[7:4] of the
predetermined command CMDp.

In practical, each bit of data in the lower 4-bit encoded data
CMDp|7:4] is in binary form, and can be represented by one
of'ahigh level voltage and a low level voltage, such as a power
voltage and a ground voltage. In this regard, each of the
comparators 431 to 434 can be coupled to the high level
voltage or the low level voltage so as to obtain the lower 4-bit
encoded data CMDp|7:4]. For example, the comparators 431
to 434 can all be coupled to the high level voltage if the
predetermined command CMDyp is one having encoded data
of “OxFF”, in which lower 4-bit encoded data is the second
“F” in hexadecimal form, i.e., “1111” in binary form.

The starting signal generating unit 440 can be implemented
by alatch, which is coupled to the pre-trigger signal generat-
ing unit 410 to receive the pre-trigger signal ICLK. Being
triggered by the pre-trigger signal ICLK, the latch generates
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the starting signal MODE' which follows the match signal
M1. As such, the starting signal MODE' can be enabled
around a time point T1 at which the decoding circuit 400
receives the input signals SIO[3:0], as shown in FIG. 5.
Therefore, the starting signal MODE' can be enabled earlier
than thatin FIG. 1, and the efficiency of the memory device is
improved. Besides, the period of the external clock signal
SCK can be further shortened to increase the frequency of the
external clock signal SCK.

SECOND EXAMPLE

In the second example, encoded data of a command can be
delivered, from the host device, sequentially through an input
signal with respect to different cycles of the external clock
signal. Refer to FIGS. 6 and 7 for further description. FIG. 6
is a detailed circuit diagram showing the second example of
the decoding circuit in FIG. 3. FIG. 7 is a timing diagram
showing an example of a number of signals in the command
decoder in FIG. 6 when the decoding circuit decodes the
received command.

In this example, the 8-bit encoded data of received com-
mand CMD are transmitted sequentially through an input
signals SIO[0], which can be measured from an 1/O terminal
of'the decoding circuit 600. For example, as shown in FIG. 7,
upper 7-bit encoded data CMD[6:0] are sequentially deliv-
ered through the input signal SIO[0] with respect to pulse
durations D0 to D6 of the external clock signal SCK, and least
significant bit (LSB) encoded data CMDI[7] is delivered
through the input signal SIO[0] with respect to a pulse dura-
tion D7 of the external clock signal SCK.

As shown in FIG. 6, the decoding circuit 600 differs with
the decoding circuit 400 in that the decoding circuit 600
generates the starting signal MODE' only by fetching
encoded data from the input signal SIO[0]. The input unit 620
includes a buffer 621 for receiving the input signal SIO[0] so
as to fetch the LSB encoded data CMDJ7] of the received
command CMD therefrom. The comparing unit 630 includes
a comparator 631 for comparing L.SB encoded data CMD[7]
of the received command CMD with LSB encoded data
CMDp|7] of the predetermined command CMDp, and for
providing a match signal M2 which indicates that the LSB
encoded data CMD]7] of the received command CMD
matches the LSB encoded data CMDp[7] of the predeter-
mined command CMDp. As for the decoding circuit 600
shown in FIG. 6, some of its operation, thus, can be derived
similarly with reference to the above-related description in
the first example and will not be described again for the sake
of brevity. Similarly, the starting signal MODE' can be
enabled around a time point T2 around which the decoding
circuit 600 receives the input signal SIO[0], as shown in FIG.
7. Therefore, the starting signal MODE' can be enabled earlier
than thatin FIG. 1, and the efficiency of the memory device is
improved.

In the present example, the decoding circuit 400 of the first
example can be used in a quad input/output interface (QPI)
serial flash memory, and the decoding circuit 600 of the
second example can be used in a single input/output interface
(SPI) serial flash memory.

In the present example, since the time point at which the
starting signal is generated can be advanced, the memory
device can perform the corresponding operation of the start-
ing signal MODE' earlier to improve the efficiency of the
memory device and reduce the waiting time of the external
host device. Therefore, the memory device can be operated at
high frequency clock.
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While the invention has been described by way of example
and in terms of a preferred embodiment, it is to be understood
that the invention is not limited thereto. On the contrary, it is
intended to cover various modifications and similar arrange-
ments and procedures, and the scope of the appended claims
therefore should be accorded the broadest interpretation so as
to encompass all such modifications and similar arrange-
ments and procedures.

What is claimed is:

1. A decoding circuit for decoding a received command,
the received command being transmitted during at least two
clock periods of a clock signal, the received command being
divided to a former encoded data and a latter encoded data, the
decoding circuit comprising:

apre-trigger signal generating unit for receiving the former
encoded data of the received command and delaying the
clock signal to generate a pre-trigger signal wherein the
pre-trigger signal is generated before receiving the latter
encoded data.

2. The decoding circuit for decoding the command accord-
ing to claim 1, wherein the pre-trigger signal is generated
when the former encoded data of the received command
matches the corresponding former encoded data of a prede-
termined command.

3. The decoding circuit according to claim 2, wherein the
decoding circuit is for use in a memory, and the predeter-
mined command is for reading identification-related informa-
tion of the memory.

4. The decoding circuit for decoding the command accord-
ing to claim 2, further comprising:

a comparing unit, for generating a match signal when the
latter encoded data of the received command is the same
with the latter encoded data of the predetermined com-
mand; and

a starting signal generating unit, for outputting an starting
signal according to the pre-trigger signal and the match
signal, the starting signal being for starting a corre-
sponding operation of the predetermined command.

5. The decoding circuit according to claim 4, wherein the

starting signal generating unit is implemented by a latch.

6. The decoding circuit according to claim 4, further com-
prising a input unit, for receiving the latter encoded data of the
received command sequentially, the latter encoded data of the
received command comprising data of one data unit, the
comparing unit comprising:

a comparator for comparing the data of one data unit of the
latter encoded data of the received command with the
corresponding data of one data unit of the latter encoded
data of the predetermined command, and providing a
match signal accordingly.

7. The decoding circuit according to claim 4, further com-
prising an input unit, for receiving the latter encoded data of
the received command in parallel, and the comparing unit
comprising:

a plurality of comparators for comparing the data of each

data unit of the latter encoded data of the received com-
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mand with the corresponding data of each data unit of
the latter encoded data of the predetermined command
respectively; and

a logical gate coupled to the comparators, for providing a

match signal accordingly.

8. The decoding circuit according to claim 7, wherein each
comparator is implemented by an exclusive OR gate, and the
logical gate is implemented by an AND gate.

9. A decoding method for decoding a received command,
the received command being transmitted during at least two
clock periods of a clock signal, the received command being
divided to a former encoded data and a latter encoded data, the
decoding method comprising the steps of:

delaying the clock signal to generate a pre-trigger signal;

and
then, receiving the latter encoded data.
10. The decoding method according to claim 9, wherein the
pre-trigger signal is generated when the former encoded data
of'the received command matches the former encoded data of
a predetermined command.
11. The decoding method according to claim 10, being for
use in a memory, wherein the predetermined command is for
reading identification-related information of the memory.
12. The decoding method according to claim 10, further
comprising:
generating a match signal when the latter encoded data of
the received command is the same with the latter
encoded data of the predetermined command; and

outputting an starting signal according to the pre-trigger
signal and the match signal, the starting signal being for
starting a corresponding operation of the predetermined
command.

13. The decoding method according to claim 12 further
comprising:

receiving the latter encoded data of the received command

in parallel;

wherein the step of comparing comprises:

comparing the data of each data unit of the latter encoded

data of the received command with the corresponding
data of each data unit of the latter encoded data of the
predetermined command respectively by using a plural-
ity of comparators; and

providing a match signal accordingly by using a logical

gate coupled to the comparators.

14. The decoding method according to claim 12, further
comprising:

receiving the latter encoded data of the received command

sequentially, the latter encoded data of the received com-
mand comprising data of one data unit

wherein the step of generating the match signal comprises:

comparing the data of one data unit of the latter encoded

data of the received command with the corresponding
data of one data unit of the latter encoded data of the
predetermined command by using a comparator and
providing a match signal accordingly.
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